RG 1625A  RG 1635
Super JR
Stump Cutters
Self-Propelled

RAYCO...Setting the Industry Standard

Super JR / Self-Propelled
RG 1625A  RG 1635
25 / 35 HP  39” Cutting Width
Professionals looking for a compact Self-Propelled
Stump Cutter need look no further than the
RAYCO Super JR. Light weight and powerful, the
Super JR delivers maximum productivity at an
affordable price. It offers a twin cylinder 25 HP
Kohler engine or if you are looking for more
horsepower and torque, a twin cylinder 35 HP
Vanguard engine. Complete your package with
optional dual wheels, auxiliary chip retainer and a
custom trailer.

The Super JR loads easily and tows safely on
RAYCO’s custom trailer.

Special Features:
Quick attach dual wheels.

- Hydraulic steering with pivoting
front axle
- Anti-creep hill brake
- Variable travel speed
- “Quick-Stop” cutter wheel
At 34 1/2” wide, the Super JR can get to those hard to
reach stumps.

Hydraulic steering with pivoting front axle provides
constant stability.

Auxiliary chip retainers (optional) assist in chip
containment.

The RG 1635’s 35 HP engine delivers high performance in a compact Self-Propelled
Stump Cutter.

The fingertip controls allow operator to easily
adjust travel and cutter wheel speed.

Specifications
GENERAL
Weight: 1,300 lbs (590 kg)
Length: 105.5” (268 cm)
Height: 48.5” (123 cm)
Width: 34.5” (88 cm) or 46” (117 cm) w/ optional dual wheels
Chip collection capacity: 10.5 cubic feet (.30 cm)
Chassis design: Electrically-welded 3” x 3”, 4” x 4”
(7.6 cm x 7.6 cm), (10 cm x 10 cm) square steel tubing
Tires (4): 5.70” x 8” (14.2 cm x 20 cm) extra-gripping,
deep tread
Fenders: Steel, bolt-on
Drive axle bearings: Flange type w/ grease fitting
Self-propel means: Hydraulic motor
Swing pivot bearings: 1” (2.54” cm) spherical bearing
Crucial cylinder pivot points: Replaceable, hardened
steel bushing
Tool storage: Slide-out drawer
EC SPECIFICATIONS
Operator ear sound pressure (db A-weighted): 92
Operator controls vibration (meter/sec2) RMS: 10
HYDRAULIC SYSTEM
Pump displacement: 365 cubic inches (5.5 cc) / revolution
Pump gallonage at 3,600 RPM engine speed: 1.8 gpm
(10.8 liter/minute)
System pressure relief: 2,800 PSI (19.3 MPa)
Oil reservoir capacity: 2 gallons (7.6 liters)
Oil level: Visible through tank
Oil filter: 10 micron full flow
Oil type: SAE 10
Operator control console: Rigidly-mounted to chassis
Operator control valves: 4-function monoblock, fingertip
control, spring-centering
Swing cylinders (2): 2” (5.1 cm) bore x 4” (10.2 cm) stroke,
.75” (1.9 cm) diameter rod
Lift cylinder: 2” (5.1 cm) bore x 12” (30.5 cm) stroke,
1” (2.5 cm) diameter rod
Steer cylinders: 2” (5.1 cm) bore x 4” (10.2 cm) stroke,
.75” (1.9 cm) diameter rod
Hydraulic drive motor: 9.6 cubic inches (157 cc) / reverse
dual counterbalance valve w/ brake

Equipped with 18 patented RAYCO
Supertooth7 cutting tools.

CUTTING WHEEL
Wheel diameter: 17.25” (44 cm)
Wheel thickness:
RG 1625A: .50” (1.3 cm)
RG 1635: 1” (2.6 cm)
Cutting wheel bearings: 1.5” (3.8 cm) pillow block
Cutting wheel hub: Bolt-on
Speed: 1,140 RPM (approximately)
Cutting tools (18): RAYCO Supertooth7
Drive belt:: Gates Polychain7 GT7 low-maintenance
Drive belt tension: Convenient wrench access
Intermediate belt: Banded “A” section V-belt
Jackshaft bearings (2): 1.5” (3.8 cm) diameter pillow block
Belt guards: Metal w/ access panel
Chip retaining curtains: Fabric-impregnated rubber
Cutting wheel engage/disengage: Electromagnetic clutch
w/ brake
ENGINE
Model:
Number of cylinders:
Bore:
Stroke:
Displacement:
Peak HP RPM:
Gross power @ 3,600 RPM:
Maximum rated torque at:

CUTTING RANGE (without repositioning)
Below ground level: 11” (28 cm)
Above ground level: 26” (66 cm)
Cutting width: 38” (97cm)
OPTIONS
Spark-arresting muffler
Dual removable travel wheels
Ramp
Custom trailer
Auxiliary chip retainers
Command cut

RG 1625A
Kohler Command 25 HP OHV V-twin
2
3.27” (83 mm)
2.64” (67 mm)
44 cubic inches (725 cc)
3,600 RPM
25 HP (19 kW)
2,800 RPM
39.5 ft-lbs (53 Nm)
Valves:
Overhead design
Cooling medium:
Unrestricted air flow
Air cleaner:
Dry w/ dual element
Oil filter:
Full flow
Automatic protective shutdown: Low oil pressure
Fuel tank capacity:
6.5 gallons (24.6 liters)
Electrical system:
12 volt / 15 amp alternator
Service hourmeter:
Standard
Fuel gauge:
Standard

RG 1635
Briggs & Stratton Vanguard 35 HP
2
3.36” (85.5 mm)
3.40” (86.5 mm)
60.5 cubic inches (993 cc)
3,600 RPM
35 HP (26 kW)
2,200 RPM
52.2 ft-lbs (70.7 Nm)
Overhead design
Unrestricted air flow
Dry w/ dual element
Full flow
Low oil pressure
6.5 gallons (24.6 liters)
12 volt / 15 amp alternator
Standard
Standard

RAYCO...Setting the Industry Standard

RAYCO Mfg. is recognized in the industry
as the leader of environmental equipment.
Since 1977 RAYCO has continued to “Set
the Industry Standard” with new and innovative features and designs.

Engineering is done in house by our highly
trained staff of professionals who strive to
stay on the cutting edge of technology.

Our worldwide dealer network provides
product training and support by professionals who care about you and your business.
Contact us today and put our products to
the test.
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Knowledgeable Staff of Engineers
Dedicated Sales Staff
Superior Product Support
Worldwide Dealer Network

Call 1-800-392-2686
www.raycomfg.com

Authorized RAYCO Dealer:

BC-701-05/06
Made in USA
Printed in USA
© 2006

4255 Lincoln Way East
Wooster, Ohio 44691-8601
330.264.8699
Fax 330.264.3697
raycomfg.com
rayco@raycomfg.com
800.392.2686

